
FEATURES
• All brass that comes in contact with potable water conforms to AWWA Standard C800

(ASTM B584, UNS C89833)
• The product has the letters “NL” cast into the main body for lead-free identification
• Brass components that do not come in contact with potable water conform to AWWA

Standard C800 (ASTM B62 and ASTM B584, UNS C83600, 85-5-5-5)
• Constructed with Type K copper conforming to ASTM B75 or B88, UNS C12200
• Kornerhorns ensure proper spacing and orientation for meters
• Permanent electrical bonding is provided without straps
• Copper tubing with full diameter bends provides excellent flow capacity
• Two pack joint assemblies required to connect to service line - order separately
• ASSE 1024 approved dual cartridge check valve

METER NUT INLET BY DUAL CARTRIDGE CHECK VALVE OUTLET (1" METER)
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Kornerhorn with Integral Valves - (KHHC-4-NL style)

SUBMITTAL INFORMATION 

Meter Size Meter Spacing
approx.
HeigHt

approx.
WidtH

approx.
deptH

approx.
Wt. LbS.

cataLog
nuMber

 SubMitted
iteM(S)

1" 10-3/4" 3-3/4"" 16-1/16" 7-13/32" 6.2 KHHC-4-NL

Assembly
Size

1-1/4" MIP

Kornerhorn Body

1" Meter

Kornerhorn Body

1-1/8" OD
Copper Tube

Angle Dual Cartridge 
Check Valve

Meter Nut

Width

Depth

Height

1-1/4" MIP

HHA-3/4
FORD

1024ASSE 14593 FLOW


